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- 1 K   Kv 0.22

- 2 K   Kv 0.25

MAX - Kv 0.27 
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
178WM  DN 1/2" 

Pre-setting SP 1 - 1 K  - Kv 0.33

- 2 K  - Kv 0.55

MAX - Kv 0.62
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
178WM  DN 1/2" 

Pre-setting SP 2 

- 1 K  - Kv 0.38

- 2 K  - Kv 0.70

MAX - Kv 0.9
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
178WM  DN 1/2" 

Pre-setting SP 3 - 1 K  - Kv 0.38

- 2 K  - Kv 0.70
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
178WM  DN 1/2" 

Pre-setting SP 4 

MAX - Kv 1.13
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- 1 K  - Kv 0.38

- 2 K  - Kv 0.70
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
178WM  DN 1/2" 

Pre-setting SP 5 

MAX - Kv 1.32

- 1 K  - Kv 0.38

- 2 K  - Kv 0.70

0,1

1

10

100

10 100 1000
PR

ES
SU

R
E 

D
R

O
P

[K
 P

a]

FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
178WM  DN 1/2" 

Pre-setting SP 6 

MAX - Kv 1.47

- 1 K  - Kv 0.38

- 2 K  - Kv 0.70
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
178WM  DN 1/2" 

Pre-setting SP 7 

MAX - Kv 1.60

  

SP1  - Kv   0.27

SP2  - Kv   0.62

SP3  - Kv   0.9

SP4  - Kv   1.13 

SP5  - Kv   1.32
SP6  - Kv   1.47

SP7  - Kv   1.60
MAX - Kvs 2.60
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FLOW RATE [l/h]

Right-angle body with pre-settings
178WM  DN 1/2”
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- 1 K  - Kv 0.19

- 2 K  - Kv 0.24

MAX - Kv 0.27
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 1/2" 

Pre-setting SP 1 

- 1 K  - Kv 0.33

- 2 K  - Kv 0.55

MAX - Kv 0.64
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 1/2" 

Pre-setting SP 2 

- 1 K  - Kv 0.38

- 2 K  - Kv 0.70
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FLOW RATE [l/h]

MAX - Kv 2.60

Right-angle body without pre-settings
178WM  DN 1/2”
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- 2 K - Kv 0.71

- 1 K - Kv 0.38

MAX - Kv 0.9
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 1/2"

Pre-setting SP 3

- 2 K - Kv  0.71

- 1 K - Kv 0.38
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 1/2" 

Pre-setting SP 4 

MAX - Kv 1.12

- 2 K - Kv 0.71

- 1 K - Kv 0.38
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 1/2" 

Pre-setting SP 5 

MAX - Kv 1.30

- 2 K - Kv 0.71

- 1 K - Kv 0.38
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 1/2" 

Pre-setting SP 6 

MAX - Kv 1.44
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- 2 K - Kv 0.71

- 1 K - Kv 0.38
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 1/2" 

Pre-setting SP 7 

MAX - Kv 1.55

  

SP1  - Kv   0.27

SP2  - Kv   0.64

SP3  - Kv   0.9

SP4  - Kv   1.12 

SP5  - Kv   1.30

SP6  - Kv   1.44

SP7  - Kv   1.55
MAX - Kvs 1.80
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FLOW RATE [l/h]

Right-angle body with pre-settings
179WM  DN 1/2”

- 2 K - Kv 0.71

- 1 K - Kv 0.38
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FLOW RATE [l/h]

MAX - Kv 1.80

Right-angle body without pre-settings
179WM  DN 1/2”

- 1 K  - Kv 0.21

- 2 K  - Kv 0.25

MAX - Kv 0.27
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 3/4" 

Pre-setting SP 1 
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- 1 K  - Kv 0.35

- 2 K  - Kv 0.57

MAX - Kv 0.64
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FLOW RATE [l/h

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 3/4" 

Pre-setting SP 2 
- 1 K  - Kv 0.40

- 2 K  - Kv 0.76

MAX - Kv 0.95
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 3/4" 

Pre-setting SP 3 

- 1 K  - Kv 0.40

- 2 K  - Kv 0.76
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 3/4" 

Pre-setting SP 4 

MAX - Kv 1.23

- 1 K  - Kv 0.40

- 2 K  - Kv 0.76
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 3/4" 

Pre-setting SP 5 

MAX - Kv 1.51
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- 1 K  - Kv 0.40

- 2 K  - Kv 0.76
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 3/4" 

Pre-setting SP 6 

MAX - Kv 1.74

- 1 K  - Kv 0.40

- 2 K  - Kv 0.76
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FLOW RATE [l/h]

Right-angle with actuator 148WM, 148SDWM, 148CDWM 
179WM  DN 3/4" 

Pre-setting SP 7 

MAX - Kv 1.96

  

SP1  - Kv   0.27

SP2  - Kv   0.64

SP3  - Kv   0.95

SP4  - Kv   1.23 
SP5  - Kv   1.51

SP6  - Kv   1.74
SP7  - Kv   1.96

MAX - Kvs 2.60
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FLOW RATE [l/h]

Right-angle body with pre-settings
179WM  DN 3/4”

- 1 K  - Kv 0.40

- 2 K  - Kv 0.76
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FLOW RATE [l/h]

Right-angle body without pre-settings
179WM  DN 3/4”

MAX - Kv 2.60


