
WATTS ULTRAMIX FNC 

ULTRAMIX FNC 
Description
Group thermostatic mixing valve with double regulation finctioning according to a principle of servo-motor for mixed water distribution from 10° to 50°C
Maximum hot water temperature: 85°C. 

Differential hot water / mixed water: 10°C mini. 

Minimum temperature variation between inlets : 5°C

Pressure differences at the entrance: 1 bar maximum (0.5 bar recommended). 

Minimum pressure / maximum: 1 to 10 bar (1 to 4 bar recommended). 
Maximum pressure variation :1.5bar
Dynamic pressure flow rates under 3 bar.
Anti-scalding safety: The hot water shuts off automatically if there is not enough cold water
Blue control knob graduated:  

- TX91 to TX96: 1 mixed water outlet on the top.

- TX91 and TX92: 1 bottom mixed water outlet to be plugged.

- TX93, TX94, TX95 and TX96 with bottom drain plug.

Inlet hot water on the left, cold water on the right, possibility of reversed inlets for no extra charge 

Dismountable thermostatic mechanism equipped with filters and check valves NF.

Non-return valves NF and filters accessible from the exterior without having to remove the mechanism.
ACS approved

Easy and quick maintenance - Perfect accessibility disassembly without tools
Easy cleaning requiring no special, qualification thanks to filtering: Strainer anchored on watertight elastomer support.

Total interchangeability: the ULTRAMIX range cartridges are interchangeable with the current range and the old range.

Rinsing kit included.

2-year warranty.



