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THERMOSTATIC MIXING VALVE FOR POINT OF USE 

The thermostatic mixing valve for point of use from WATTS’s brand, MINIMIXing provides high security level against scalding with immediate tempered water.  
Aesthetic and discrete design the body is made with brass chrome polished  
Easily installed directly on isolating wall-mounted tap
The temperature set is under chromed protective cover secured by hexagonal socket screw (Allen key)
The mechanism adjustment is modular and easy to replace (cartridge) is with a remarkable rapidity of reaction 
The device has a factory temperature preset at 38°C, includes a graduated ring inside the body for temperature control by the installer or user 
The mixing valves is equipped with 2 approved check valves (KIWA, WRC, DVGW, BELGAQUA, NF,…). 
An incorporated stainless steel filters is integrated in the thermostatic cartridge 

ANTI-SCALDING SAFETY
High level of protection from scalding: instant failsafe in case of hot or cold water failure 

PROTECTION AGAINST LEGIONELLA
In the context of setting up a means of prevention or protection against legionella, the mixing valve equipped with a rinsing kit (delivered with each MINIMIXing) allowing the thermal or chemical preventive or curative treatments. 
The thermal shock is carried out without dismantling cartridge. It is possible to raise up the temperature simply by removing the protective cover and set the temperature with the Allen key on the cartridge to maximum hot position to allow hot water to circulate (kills bacteria above 60°C)
The thermostatic mixing valve is delivered with a “rising cover kit”: after removed the cartridge and put in place the rinsing cover kit, you can easily flush the valves with a disinfectant solution or with a water temperature up to 90°C without danger of damaging the thermostatic mechanism.  
The cartridge is removable and interchangeable for easiest scale removal and disinfecting.
Integral approved check-vale avoid connection risk between cold and hot water (withstanding temperatures above 90°C)
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Specific thermostatic mixing valve for point of use control providing a stable mixed water temperatures and an aesthetic environment
Anti-scalding protection  when cold water supply is down, Hot water supply shuts –off within 2 seconds.
Anti legionella -Thermal disinfection by temperature rise up to 70°C
Dismantle and Interchangeable cartridge 
Working temperature: 30/70°C.
Body made in brass 4MS  (CW617N-4MS) with chrome polish 
Temperature set secured by hexagonal socket screw (Allen key) – locktable bonnet
Pre-set temperature at 38°C, adjustable by installers between 30°c up to 70°C.
Maximum hot temperature: 85°C
Graduated ring inside the body for temperature control by installer or user 
Stainless steel filter and check valve insert comply with NF norm
Pressure class PN 10 
Maximum Pressure: 10 bar.
Minimum flow rate 3l/min 
Flow rate under 3 bar (dynamic pressure at inlet): 28L/min. (Kv = 0.9 )      
Minimum flow rate : 5 l/min
Compliant EN 1111
2 approved Check valves (KIWA, BELGAQUA, ACS)
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Packaging unit : 1 Thermostatic mixing valve
Guarantee : 2 years
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