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Thermostatic Mixing valve INSTAMIX

Thermostatic mixing valve for mixed water distribution.
Upstream of any valve requiring mixed water supply sinks, showers, bathtubs and bidets in communities or home use)..

Value proposition 
Easy to replace modular adjustment mechanism (cartridge). 
· Reducing maintenance service cost,
Safety temperature, 
· Lockable by the installer.
· No setting scale: temperature can be set only by installer or operator, not by user.
[bookmark: _GoBack]Scald protection: High level of protection from scalding: hot water supply cut totally and immediately if cold water supply is interrupted
Protection against Legionella :
· Preventive and permanent: in parallel with the maintaining the sanitary hot water at a temperature above 50°C anywhere in the installation, thermostatic mixing valves must be placed nearest the points of use.
· Integral approved check-valves (withstanding temperatures above 90°C).

Features and Benefits
· Adjustable temperature from 30°C to 60°C, 
· Extra compact size.
· Aesthetic design with brass body chrome polished.
· Easy installation directly on isolating tap under basin or fixed on the wall with a plate provided in the box.
· Temperature set secured by hexagonal socket screw (Allen key)
· Outstanding reliability.
· Can be installed in any position.
· Nickel plated finish (self colour brass on request
MATERIALS :
Body : Brass – CW617N
Finish : Nickel plated
Spring : Stainless steel
Other brass parts : Brass CW614N and CW625N
Piston : PSU (polysulfone polymer)
O-ring : EPDM
Check-valve : POM + stainless steel + rubber
Head/Handle : PA with glass fiber

Approvals
· Compliance with standard EN1111 and EN1287
· Fitted with 2 approved check valves (KIWA, WRC, DVGW,BELGAQUA, NF...).
· ACS
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